
product datasheet

Cylinder 100 LV/RGB
Surface mount

Surface mounted

Specifications
Colour white Matte white RAL 9016 (=MW)

Colour grey  Matte grey RAL 9006  (=GR)

Beam angle (FWHM) 60° 

Fixture material Diecast aluminium

Environment Indoor

IP rate IP20

IK rate IK02

Operating temperature (Ta) -20°C / +45°C

Safety marks EN60598 / EN62031 / EN62471

EMC compliance EN55015

Warranty 7 Years

ECO
solution
ECO
solution
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} This luminaire contains 
built-in LED lamps

 

The lamps cannot be changed in 
the luminaire.
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Item specifications 
(part A)
Description Item code Type W Lm/W Input CRI

(typ.)
Pf Inrush 

current
B-16A
Fuse

Energy
class

Cylinder 100 LV/RGB 1000 Lm 1800-4000K MW 757303MW0802 Incl. conn. box 13W 77 Lm/W 220-240V 83-97 0.60 27A 250µS 27 pcs A

Cylinder 100 LV/RGB 1000 Lm 1800-4000K GR 757303GR0802 Incl. conn. box 13W 77 Lm/W 220-240V 83-97 0.60 27A 250µS 27 pcs A

(part B)
Description Safety 

class
Weight Dimensions 

single carton
Quantity  
per carton

Expected lifespan (25°C)

L70B50 L80B50 L90B50

Cylinder 100 LV/RGB 1000 Lm 1800-4000K MW II 400 gr 105x105x105 mm 35 pcs 80.000 hrs 70.000 hrs 60.000 hrs

Cylinder 100 LV/RGB 1000 Lm 1800-4000K GR II 400 gr 105x105x105 mm 35 pcs 80.000 hrs 70.000 hrs 60.000 hrs

All values are measured at 230V (+/- 7%)

Dimensions

Fixation dimensions

product datasheet
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 Instruction manual BLE-ND  1 
 

Instruction manual BLE-ND 
 
This instruction manual provides the information to get started with the BLE-ND APP from the 
installation to the final configuration of the BLE ledspots. 
 
 
1) Installing BLE-ND APP 
 
To control BLE spots the BLE-ND APP is available in the APP store and can be found by entering 
“ble-nd” in the search area. The APP requires iOS 8.0 or newer. 
 
 

 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
figure 1: BLE-ND APP in Appstore 
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2) First time use 
When the APP is being used for the first time, a short tutorial is shown which explains the basic 
functionality.  
 

 

 
 
 
 
 
 
 
 
 
 
 
 
figure 2: tutorial screens 
 
 
3) Your Ledspots 
 
After the tutorial the “your ledspots” main screen is shown (figure 3). This screen will be shown every 
time the APP is started.  Note that ledspots should always be configured in the APP before use. 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
figure 3: “your ledspots” main screen  

The detected ledspots are shown here. Note that the exclamation mark 
(!) shown at the ledspot indicates that this ledspot is not configured yet.  
 
1) tap once onto a ledspot:  
the ledspot will blink twice to show its position. 
 
2) long press onto a ledspot:  
you will enter the configuration menu of the ledspot. 

Go to main menu 

Swipe from top to bottom to manually refresh the screen 
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4) Configuring ledspots 
 
With a long-press onto an unconfigured ledspot, the configuration menu is shown. Here the spot can 
be given a certain name, color and intensity. The configuration will automatically be saved when the 
back symbol (“ < ”) is pressed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
figure 4: configuration screen 

 
When a spot is configured, the exclamation mark is removed as shown below. 

 

 

 

 

 

 

 

 

figure 5: main screen with configured ledspot 

  

Turn the LEDspot or Group ON / OFF 

RGB color wheel 

White-light color wheel 

Set a name for a configured LEDspot or group 

Set the intensity 

Go back 

Configured ledspot 
 
1) tap once onto the ledspot:  
the ledspots will turn ON or OFF 
 
2) long press onto the ledspot:  
you will enter the fast menu of the ledspot. 
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5) Make groups 
 
Groups can only be made with configured ledspots by dragging a configured ledspot over another 
ledspot. When doing so, the configuration window is shown where a group name, color and intensity 
can be set.  A group can consist of a minimum of 2 and a maximum of 6 ledspots.  
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

 

 

 

 

 

 

figure 6: main screen with configured group 
 
 

  

Group symbol 
 
1) tap once onto a group:  
the group of ledspots will turn ON or OFF 
 
2) long press onto a group:  
you will enter the fast menu of the group. 
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6) Fast Menu 

 The fast menu will be shown after a long-press onto a configured ledspot or group. 
 
   

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

figure 7: fast menu 
 
 
7) Remove a group or single ledspot 
 
Remove group at once 
A ledspot or group can be removed via the fast menu. When removing a group of ledspots, all spots 
in the group will be removed at once. The removed ledspots will be shown again in the “your 
ledspots” main screen (figure 3).  
 
 

  

Remove a group or a ledspot 

Configure a group or a ledspot 

Specific group or ledspot related information 

Add / remove a group or ledspot to  
favorites selection 
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Remove specific ledspots from a group 
Specific ledspots can be removed from a group via the “Information” button. 
  

 

 

 

 

 

 

 

 

 

figure 8: information screen 
 
Remove single ledspots 
When a single ledspot is removed, it will be shown in the “your ledspots” main screen as 
unconfigured ledspots (“new spot”).  
 
 
8) Favorites 
 
Ledspots or groups can be added to favorites via the fast menu (figure 7) by pressing the  
“Favorites” symbol. 

 

 

 

 

 

 

 

 

 

 

 
figure 9: favorites in fast menu and main screen 

Remove a specific ledspot from a group 

Ledspot related information 

Spot or group is  
added to favorites 

Tap here to show  
the favorites 
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The spots or groups which are added to favorites can be shown via the favorites icon in the  
main screen.  

 

figure 10: swap functionality in favorites screen 
 
When the swap-icon is in OFF state, the same functionality is available as in the main screen 
(configure ledspots, make groups etc.). 
 
 
 

  

Tap here to swap ledspots / groups. The 
position can be set by dragging a ledspot 
or group to the preferred position 

After: Before: 
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9) Overview symbols & indicators 

Symbol Meaning How to solve? 

 

Unconfigured ledspot. Long press onto the ledspot to go to the 
configuration menu 

 

Configured ledspot  

 

Configured ledspot which is not 
powered or out of range. 
 
 

Power the ledspot or decrease the distance 
beween the smartphone and the ledspot. 

 

Configured group 
 
 
 

 

 

Configured group with 2 
ledspots which are out of range. 
 

Decrease the distance between the 
smartphone and the ledspots. 

 
Important note: 
The red circle shows the amount of ledspots in a group which are out of range. This indicator is NOT 
real-time and will only be updated during a manual refresh (figure 3). 
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