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REWARDING BRIGHTNESS

Linea 120 HV-IC

Fixed

Downlights

Specifications
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ILLUXTRON

REWARDING BRIGHTNESS

Item specifications

(part A)
Description

Item code

product datasheet

Inrush  Energy

current class

Linea 120 HV-IC 600 Lm 2700K 892403XX3855 Incl. Conn.Box  8,2W 73Lm/W 220-240V 83 0.98 X A

Linea 120 HV-IC 600 Lm 3000K 892403XX3955 Incl. Conn.Box  8,0W 75 Lm/W 220-240V 83 0.98 X A

Linea 120 HV-IC 600 Lm 4000K 892403XX4055 Incl. Conn.Box  7,5W 80 Lm/W 220-240V 83 0.98 X A

Linea 120 HV-IC 900 Lm 2700K 891603XX3855 Incl. Conn.Box 129W 70 Lm/W 220-240V 83 0.99 X A

Linea 120 HV-IC 900 Lm 3000K 891603XX3955 Incl. Conn.Box 12,6W 71 Lm/W 220-240V 83 0.99 X A

Linea 120 HV-IC 900 Lm 4000K 891603XX4065 Incl. Conn.Box  11,8W 76 Lm/W 220-240V 83 0.99 X A
(part B)

Description Weight Djmensions Quantity Expected lifespan (25°C)

single carton  per carton L70B50 L80B50 L90B50

Linea 120 HV-IC 600 Lm 2700K Il 546 gr 233x233x85 mm 20 pcs 180.000 hrs 113.000 hrs 54,000 hrs
Linea 120 HV-IC 600 Lm 3000K Il 546 gr 233x233x85 mm 20 pcs 180.000 hrs 113.000 hrs 54,000 hrs
Linea 120 HV-IC 600 Lm 4000K Il 546 gr 233x233x85 mm 20 pes 180.000 hrs 113.000 hrs 54.000 hrs
Linea 120 HV-IC 900 Lm 2700K Il 547 gr 233x233x85 mm 20 pcs 180.000 hrs 113.000 hrs 54,000 hrs
Linea 120 HV-IC 900 Lm 3000K Il 405 gr 233x233x85 mm 20 pcs 180.000 hrs 113.000 hrs 54,000 hrs
Linea 120 HV-IC 900 Lm 4000K Il 405 gr 233x233x85 mm 20 pcs 180.000 hrs 113.000 hrs 54,000 hrs

All values are measured at 230V (+/- 7%)
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ILLUXTRMNN product datasheet

REWARDING BRIGHTNESS

Dimmer recommendation list

Manufacturer Product ID Type Min-max load All HV-IC luminaires
ABB Busch Jagger 6513 RC 40-420VA v 40-100%
Berker 283010 R 60-400 W v 20-100%
Berker 2867 10 RC 20-360 W v 40-100%
Berker 2873 AL 20-500 W v 20-100%
Busch Jaeger 6523U RL 2-100W v 0-100%
Busch Jaeger 22470 RL 20-500 W v 0-100%
Elko 315GLE RC 20-315VA v 40-80%
Elko 400GLI RL 40-300VA v 20-100%
Eltako EUDBTNPN-UC RLC 0-400 W v 20-100%
Feller 40600.RL RL 40-600 W v 20-100%
Feller 40300.RC RC 20-300 W v 40-100%
Gira 1184-00 R 60-400 W v 20-100%
Gira 1182-00 RC 20-360 W v 40-100%
Gira 2262-00 RL 3-100 W v 20-100%
Ipas HD300 RC 10-300 W v 40-100%
Ipas KED-400 RL 35-400VA v 30-100%
Jung 244 EX R 60-400 W v 20-100%
Jung 243 EX RC 20-360 W v 40-100%
Jung 225NV DE RL 3-100 W v 20-100%
Legrand 078406 RLC 8-300W v 10-100%
Legrand 067085 RLC 8-300W v 10-100%
Niko 310-0190X RLC 5-326 W v 20-100%
Niko 330-00700 RLC 5-200 W v 30-100%
Norwegian KED400 R 35-400 W v 10-100%
Norwegian KED6OO R 35-600 W v 10-100%
Peha 433 HAB RC 20-316W x

Peha 434 0A R 60-400 W x

Schneider (Merten) MTN5131 R 40-400 W v 20-100%
Schneider (Merten) MTN5133 RL 40-600 W v 20-100%
Schneider (Merten) MTN5136 RC 20-316W v 40-100%
Schneider (Merten) MTN5139 RLC 20-600 W v 30-100%
Schneider (Merten) MTNS77899 RC 20-315W v 40-100%
Schneider (Merten) MEG5170 RLC 10-200 W = 40-80%

v'= 0K % = Not recommended
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